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ELECTRIC PRODUCTS CERTIFICATION INDEPENDENT BODY-OICPE acorda:
Electric Products Certification Independent Body — OICPE grants to

Titularului de licenta (nume siadresa): | ROMIND T&G SRL
The licence holder (name and address): i B_q_._B_iruintei nr. 162, oras Pantﬁﬂ!ﬂﬂn,,,juﬁz_ lifov, 077”174.5,789!“3“[3_“

Dreptul de utilizare a Marcii de conformitate B pentru:

The right to use the H Conformity Mark for:

Denumire produs: ' Dispozitiv mobil de legare la pamant si in scurtcircuit (scurtcircuitor mobil) ‘

Product name: I trifazat pentru linii electrice aeriene (LEA) de medie tensiune (MT), cu aplicare |

| de la sol echipat cu cleme de legare la faze cu autostrangere, clemd manuala |

| si electrod mobil de legare la pamént - . |
|

Tip/model de referinta:

Reforance typamodal | Msp-N—A$-3x351jI0-OIp varla.nta normala

Variant(s): )
Marca comerciala inregistrata: \

Registered Trade Mark: B ‘1

Domeniul de aplicare: Cod CPSA 2733. Dispozitive de conexiune pentru fire gi
Apppicaor et _cabluri electronice si electrice

Varianta(e): Msp-R-AS-3x35/10-O/p variantéd redusa \

Producator (nume si adresa): "ROMIND T&G SRL ‘
Manufacturer (name and address): 'Bd. Biruintei nr. 162, oras Pantelimon, jud. lifov, 077145, Romania |
Locul de productie (nume si adresa): ' ROMIND T&G SRL ]

Manufacturing location (hame and address): il__Bd_ Biruintei nr. 162, orag Pantelimon, jud. lifov, 077145, Romania

Produsul a fost evaluat si corespunde cu | SR EN 61230:2009 ’”1‘
cerintele documentelor normative: i .

The product has been assessed and it complies | SF 16/1998 ed.0, rev.3/2014*-elaborat de ROMIND T&G SRL
with the requirements of normative documents: B e i |
Licenta este valabild pana la data: 114_12 9 02'6 — — == e

The licence is valid until. |

in conditiile mentinerii conformitatii produselor cu cerinfele documentelor normative specificate i cu respectarea cerinfelor din Contractul General nr. 62.1/2020
cu Actul Aditional nr. 1/2023 i Contractul de Licentiere nr. 68/2020 cu Actul Aditional nr. 1/2023.

in condition that the conformity of the products is maintained to the requirements of the specified standards, and that the requirements in the
General Agreement no 62.1/2020 with Addendum no. 1/2023 and in the Licence Agreement no. 68/2020 with Addendum no. 1/2023 are fulfilled.

*SF 16/2013,ed.0, rev.3/2014 nu este acoperit de acreditarea RENAR. *SF 16/2013,ed.0, rev.3/2014 is not covered by RENAR acreditation.

Schema de certificare utilizats este « 3 » cu respectarea activitatilor din SR EN ISO / IEC17067, pe bazé de incercéri ale produselor esantionate
din productie si supraveghere a fabricatiei.

The certification scheme used is « 3 » in compliance with the activities of SR EN 1SO / IEC 17067, based on tests on products sampled from
production and manufacture surveillance.
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Raport de evaluare a productiei nr. 75 / 07.12.2023

Production assessment report No

Titular licentd (nume si adresa): ROMIND T&G SRL, Bd. Biruintei nr. 162, orag Pantelimon, jud. lifov,

Licence holder (name and address): 077145, Romania

Denumire produs: Dispozitiv mobil de legare la pamant si in scurtcircuit (scurtcircuitor mobil) polifazat pentru linii

Product name: electrice aeriene de joasa tensiune
Nr.crt. Tip/model Raport de incercare Date tehnice
No Type/Model Test Report Technical Data
1 Msp-N-AS- 635/11.12.2023 Tensiune de utilizare: maxim 35 kV

3x35/10-O/p
variantd normala
(referinta)

emis de OICPE-LICPE,
conform cu
SR EN 61230:2009,
si SF 16/1998 ed.0/rev.3/2014,

122/20.11.2023
emis de ROMIND T&G SRL,
conform cu
SR EN 61230:2009,
pct. 5.4, 5.6.1 si Anexa B
(cap.B.3) si SF 16/1998
ed.0/rev.3/2014,
pct. 2.3.4,2.6,2.7,2.85i2.13

7539/19.11.2020
emis de Laboratorul de
incercari ROMIND T&G SRL,
conform cu SF 16/1998
ed.0/rev.3/2014, pct. 2.9

11503/14.08.2012
emis de
ICMET (LMP) Craiova,
conform cu
SR EN 61230:2009,
pct. 5.7 si SF 16/1998
ed.0,rev.2/2011 , pct.4.5 si 4.6

Diametrul conductorului sau al elementului metalic
pe care poate fi aplicatd clema de faza: 4 + 22 mm
Sectiunea cablului de scurtcircuitare si legare la
pamant: 35 mm®

Lungimea cablului de scurtcircuitare la pamant: 10 m
Tip clema: pelican, cod P265400
Curent nominal de scurtcircuit (/) (=
- valoare de varf: 20 kA

- valoare efectiva: 8 kA

Curent de incercare de scurtcircuit () (=1 5)
- valoare de varf. 23 kA

- valoare efectiva: 9,2 kA

Factor de varf corespondent: 2,5

Numér de module pentru prajina: 2

Lungimea prajinii telescopice metalice

1s)

- lungimea prajinii stranse: 2450 mm

- lungimea prajinii extinse: 6350 mm

Lungimea totald a prajinii electroizolante: 3420 mm
Lungimea utila a prajinii electroizolante: 1280 mm
Lungimea manerului prajinii electroizolante: 2140 mm

Inalimea maxima fata de sol a conductoarelor LEA: 10,5 m

Domeniul temperaturilor de utilizare: - 25 °C + + 55 °C
Umiditate relativa: max.100 %

Lot/Serie: 126/042, 126/043, 126/044

MANAGER DEPARTAMENT CERTIFICARE
CERTIFICATION DEPARTMENT MANAGE

ing. Dragos Rosmeteniuc
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Raport de evaluare a productiei nr. 75 / 07.12.2023

Production assessment report No

Titular licentd (nume si adresa): ROMIND T&G SRL, Bd. Biruintei nr. 162, orag Pantelimon, jud. lifov,

Licence holder (name and address):

077145, Romania

Denumire produs: Dispozitiv mobil de legare la pamant si in scurtcircuit (scurtcircuitor mobil) polifazat pentru linii

Product name: electrice aeriene de joasa tensiune

Nr.crt. Tip/model Raport de incercare Date tehnice
No Type/Model Test Report Technical Data
2 Msp-R-AS- 353/11.12.2020 Tensiune de utilizare : maxim 35 kV

emis de OICPE-LICPE, conform
cu SR EN 61230:2009,
pct. 4.1,4.2,4.3,4.5,4.6,4.7,4.8,
49 410,51,5.2,5.3,5655i58
si SF 16/1998 ed.O/rev.3/2014,
pct.1.3,2.1,2.2,2.3.3,24, 2.5,
2.10,2.11si2.12

122/20.11.2023
emis de ROMIND T&G SRL,
conform cu SR EN 61230:2009,
pct. 5.4, 5.6.1 si Anexa B
cap.B.3)
si SF 16/1998 ed.0/rev.3/2014,
pct. 2.3.4,2.6,2.7,2.8512.13

7539/19.11.2020
emis de Laboratorul de incercari
ROMIND T&G SRL, conform cu
SF 16/1998 ed.0/rev.3/2014, pct.
29

11918/14.07.2014
emis de ICMET (LMP) Craiova,
conform cu SR EN 61230:2009,
pct. 5.7 si SF 16/1998
ed.Ofrev.3/2014, pct.4.4 si 4.5

3x35/10-O/p
varianta redusa
(varianta)

Diametrul conductorului sau al elementului metalic
pe care poate fi aplicatd clema de faza: 4 + 22 mm
Sectiunea cablului de scurtcircuitare si legare la
pamant. 35 mm?

Lungimea cablului de scurtcircuitare la pamant. 10 m
Tip clema: pelican, cod P2386100

Curent nominal de scurtcircuit () ((=18)

- valoare de varf: 20 kA

- valoare efectiva: 8 kA

Curent de Incercare de scurtcircuit (finc) (6= 18)

- valoare de varf : 23 kA

- valoare efectiva: 9,2 kA

Factor de varf corespondent: 2,5

Numar de module pentru préjing: 3

Lungimea prajinii telescopice metalice

- lungimea prajinii stranse: 1690 mm

-lungimea prajinii extinse: 5210 mm

Lungimea totala a prajinii electroizolante: 4810 mm
Lungimea utila a préjinii electroizolante: 1300 mm
Lungimea manerului prajinii electroizolante: 3510 mm
Tnaltimea maxima faia de sol a conductoarelor LEA:
105 m

Domeniul temperaturilor de utilizare:-25 °C + +55 °C
Umiditate relativa: max.100 %

MANAGER DEPARTAMENT CERTIFICARE

CERTIFICATION DEPARTMENT MANAGER
ing. Dragos Rosmeteniu
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